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HIGH VOLTAGE STORAGE BATTERY
) | - Scalable to 46.08kWh
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_ Fox© - 90% Depth of Discharge
« Floor or Wall Mounting
« Compact & Easy Installation
* IP65 Protection Level
& « High Voltage and High Efficiency
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The EP12 is a high-performance, scalable battery
storage system, allows for maximum flexibility, making it
suitable for a broad range of storage applications.

Additional batteries can be installed in parallel allowing
for a maximum storage capacity of 46.08kWh.
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For more information about the Fox ESS range, visit:

www.fox-ess.com -



TECHNICAL SPECIFICATIONS

SYSTEM NAME EP12
MODEL EP12 Plus
ELECTRICAL CHARACTERISTICS

Compatible PCS All Series of H1, KH, H3, H3 Smart, H3 Pro, US
Battery Type LFP (LiFePQOy,)
Nominal Energy [kWh] 11.52
Nominal Voltage [V] 384
Operating Voltage [V] 348 ~ 438
Max.Charge/Discharge Current [A]™* 30
Recommend Charge Current [A] 15

Peak Discharge Current [A] 65 @60s

Peak Charge Current [A] 36 @5s
Battery Pack Round-Trip Efficiency [%] >95

Depth of Discharge [%)] 90
Communication CAN

Display LED*5
Scalability Max. 4 Units in Parallel
Installation Location Outdoor/ Indoor
Operating Temperature [°C] DisccrI]\erggee:: (_)1“65555
Storage Temperature [°C] -10~ 40
Cooling Method Natural Convection
Humidity [%] 5~ 95 (No Condensation)
Altitude [m] Max. 3,000

Fire Protection Function YES
Warming Function Optional

MECHANICAL CHARACTERISTICS

Dimensions (W*H*D) [mm] 710*640*185
Weight [kg] 98

Safety IEC62619

EMC EN IEC 61000-6-1/2/3/4
Transportation UN38.3

Ingress Protection IP65

*1, The current is affected by temperature, cell voltage and SOC.
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EPS BOX-SP
SINGLE-PHASE
e[ « PC, Robust metal enclosure IP65
| ~° \ - Applied to residential, commercial
solar installations
| - Compatible with HI-G2/KH/EVO
. inverter
Jl - Automatically switch to On-Grid/
i _Aed A Off-Grid state
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Max. input Safety IP65 Easy
current Rated Installation

(per phase) 100A
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For more information about the Fox ESS range, visit:

www.fox-ess.com
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TECHNICAL SPECIFICATIONS

MODEL EPS BOX-SP
UTILITY SUPPLY

Rated Voltage [VAC] 220 /230/240,L/N/PE
Rated Frequency [Hz] 50 / 60

Max. Input Current (Per Phase) [A] 100

INVERTER GRID

Rated Voltage [VAC] 220 /230/240,L/ N/ PE
Rated Frequency [Hz] 50 / 60
Max. Input Current (Per Phase) [A] 63

INVERTER EPS & INVERTER 2

Rated Voltage [VAC] 220 /230/240,L/ N/ PE
Rated Frequency [Hz] 50 / 60

Max. Input Current (Per Phase) [A] 63

Rated Voltage [VAC] 220 /230 /240,L/ N/ PE
Rated Frequency [Hz] 50 / 60

Max. Output Current (Per Phase) [A] 100

COMMUNICATION INTERFACE

RS-485 Meter
GENERAL DATA

Cooling Concept Natural
Installation Wall-mounted
Operating Temperature Range [°C] -25 ~ +60
Dimensions (W*H*D) [mm] 420 * 550 *1385
Dimensions of packing (W*H*D) [mm] 515 * 660 * 235
Net Weight [kg] 16

Gross Weight [kg] 19.3
Ingress Protection IP65
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